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UAV S360Mk.II – Designed for special missions 
Technical data and key features 
 > 5 kg payload 
 TOM < 25 kg (30 kg) 
 Wing span 3.6 m 
 Speed: 80 - 150 km/h 
 Max flight altitude: > 3000 m ASL 
 8+ h @100km/h in extended configuration 
 Combustion engine, 61 ccm, two-stroke 
 Operational until wind force >7 and light rain 
 Multiple payloads and easy exchange 
 Auto landing and start routines 
 Take-off & Landing on runway, lawn, 
 DDL, LTE and/or SAT communication 
 On board power generation (350W) 
 Robust design and construction 
 Efficient LRU design 
 Modular payload concept 
 Turn-key solution: UAV, payloads, customization, 

ground station, training, after-sales support 
 Proven design by German authorities 
 CE conformity 

  

 

The payload options 

The various payloads can be exchanged quickly with no further interaction to the entire system needed. 

Camera Gimbal RAPTOR 

 Stabilized, pitch, yaw controlled 
 Object tracking 
 Video recording 
 Visible Camera: Resolution: 1280 x 720, Zoom: x40 + 

x2 digital, continuous zoom 
 Thermal Camera: LWIR uncooled 8-14 µm, 

Resolution: 1280 x 720, Zoom: x8 digital, continuous 
zoom 

Photo camera PhaseOne iXM 100/150 

 Resolution: 100/150 Megapixel 
 Geo-referenced photos 
 Lenses: 40 – 110 mm 
 HDMI: 1920x1080 
 Internal storage up to 1 TB  

  
  

*All technical data are subject to change without notice                   date: 04/April/2025 

S360Mk.II Take-off 

S360MK.II on mission over the Baltic Sea 

1500m AGL 


